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KBD300A Keyboard
FULL-FUNCTIONALITY, FIXED/VARIABLE SPEED, PTZ CONTROL

Product Features       
• Keyboard to Control:

– CM6700/CM6800/CM9760-SAT/CM9700 Matrix Switchers

– DX8100 Series Digital Video Recorder

– Genex® Multiplexer When Used with CM6700 and CM6800

– Up to 16 Receivers Directly from Keyboard (such as Spectra®,  
Esprit®, and ExSite®)

• Automatic Recognition of CM6700/CM6800 and Direct P Modes

• Joystick Control of PTZ Functions

• Preset Position and Pattern Control

• Auxiliary Operation

• Auto/Random/Frame Scanning

• Programming of CM6700/CM6800/CM9760-SAT/CM9760-MDA

The KBD300A keyboard is a full-function, desktop keyboard
controller that can be used in a variety of applications.

A barrel-type joystick provides precise pan and tilt control of fixed
speed and variable speed receivers. Twisting the joystick clockwise
or counterclockwise zooms the lens in or out.

Keys select cameras and monitors; operate presets, patterns,
auxiliaries, and sequences; open and close the iris; zoom and focus
the lens; and start and stop auto, frame, and random scanning.

The keyboard can be used in six modes of operation: CM6700/
CM6800/CM9760-SAT Mode, Direct P, Direct D, CM6700 ASCII,
CM6800 ASCII/DX8100, and CM9760-MDA. The KBD300A keyboard
automatically recognizes CM6700/CM6800 and Direct P modes.

In the first two modes, the keyboard is plugged into a CM6700,
CM6800, or CM9760-SAT switcher/controller unit (SCU) and is used
to program and operate the SCU. The maximum number of keyboards
per unit is eight (CM6700 and CM6800-32X6), sixteen
(CM6800-48X8, CM6800E-48X8, and CM6800-96X16) or four
(CM9760-SAT). In CM6700/CM6800 applications, the keyboard can
control cameras connected directly to the SCU or through an MX4000
Series Genex multiplexer.

If you do not need all the features of the CM6700/CM6800 SCU,  but
want the same keyboard functionality, then one keyboard can be
wired directly to camera receivers in Direct P or Direct D mode
(KBD-KIT required). 

Up to 16 receivers can be wired to a keyboard; however, a switcher
such as an MS500 or VA6100, is required to route video to the
monitor. Direct P or Direct D mode uses two-wire control of receivers
using Pelco’s P or D protocol.

The KBD300A keyboard can also be used for on-screen programming
of the CM9760-MDA master distribution amplifier.

When used with the CM9760-DMR data manager, up to four KBD300A
keyboards can be used to control a single Pelco P or D   protocol device
such as a Spectra dome or Esprit/ExSite positioning system.

U.S. Patent   D-464,654
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MODEL
KBD300A Desktop keyboard with full switching and 

programming capabilities, plus joystick 
control of PTZ functions

ELECTRICAL
Input Voltage 12 VAC or ±12 VDC
Power Consumption 5 watts
Keyboard Connector RJ-45, 8-pin, modular (female)
Keyboard Communication

CM6700/CM6800/CM9760-SAT Mode
Interface RS-485
Protocol Pelco ASCII
Baud 9600
Communication
Parameters 8 data bits, odd parity, 1 stop bit

CM6700 ASCII Mode
Interface RS-422
Protocol Pelco ASCII
Baud 9600
Communication
Parameters 8 data bits, odd parity, 1 stop bit

CM6800 ASCII Mode/DX8100
Interface RS-485
Protocol Pelco ASCII
Baud 9600
Communication
Parameters 8 data bits, odd parity, 1 stop bit

Direct P Mode
Interface RS-485
Protocol Pelco P
Baud 4800
Communication
Parameters 8 data bits, no parity, 1 stop bit

Direct D Mode
Interface RS-485
Protocol Pelco D
Baud 2400
Communication 
Parameters 8 data bits, no parity, 1 stop bit

GENERAL
Keyboard Keypad Electromechanical
Joystick 3-axis, vector-solving, with twisting, 

return-to-center head
Display Red LED, 7-segment, 2 cells
Dimensions 2.25" H x 9.50" W x 7.125" D

(5.72 x 24.13 x 18.10 cm)
Weights

Unit 2.5 lb (1.12 kg)
Shipping 5 lb (2.26 kg)

ENVIRONMENTAL
Ambient Operating 
Temperature 20° to 120°F (-7° to 49°C)
Humidity 10% to 90%, non-condensing

CERTIFICATIONS/PATENTS
• CE, Class B
• FCC, Class B
• UL/cUL Listed
• C-Tick
• GOST
• U.S. Patent D-464,654

SUPPLIED ACCESSORIES
25-foot (7.6 m) RJ-45 data cable

OPTIONAL ACCESSORIES
KBDKIT Remote keyboard wiring kit. Required if 

connecting KBD300A keyboards to the 
Remote Keyboard Port on the SCU (CM6700/
CM6800 Mode) or when using a single 
keyboard in Direct Mode applications. 
Includes two RJ-45 wall blocks and one 120 
VAC to 12 VAC transformer. Maximum cable 
distance for RS-422/RS-485 communication 
over 24-gauge wire is 4,000 feet (1,219 m). 
Use shielded twisted pairs cable that meets 
basic requirements for RS-422/RS-485 
applications. (One wall block and transformer 
required for each keyboard.)

KBDKIT-X Same as KBDKIT except includes 230 VAC to 
12 VAC transformer.

Pelco, the Pelco logo, Spectra, Genex, Esprit, and Legacy are registered trademarks of Pelco, Inc.
ExSite is a trademark of Pelco, Inc.

Product specifications and availablity subject to change without notice.
©Copyright 2008, Pelco, Inc. All rights reserved.
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   LEGACY REQUIRES LRD41C SERIES RECEIVER.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


